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‘ AND SPECIFICATIONS FOR SOIL EROSION AND SEDIMENT CONTROL.
X 20" DRAINAGE 4 P s, b ot sieascs o s, v ot on o DAY 3 3. INSTALL SEDIMENT TRAP AND TEWPORARY SWALE.
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PERMANENT SEEDBED PREPARATION

L4

SEEDBED PREPARATION: LOOSEN UPPER THREE INCHES OF SOIL BY RAKING, DISCING OR
OTRER "ACCEPTABLE MEANS BEFORE SEEDING, IF NOT PREVIOUSLY LOOSENED.

SOIL AMENDMENTS: IN LIEU OF SOIL TEST RECOMMENDATIONS, USE ONE OF THE
FOLTOWTNG STHEDULES:

1) PREFERRED - APPLY 2 TONS PER ACRE DOLOMITIC LIMESTONE (92
1bs/1000 sq ft) AND 600 1bs PER ACRE 10-10-10 FERTILIZER
(14 1bs/1000 sq ft) BEFORE SEEDING. HARROW OR DISC INTO UPPER
THREE INCHES OF SOIL. AT TIME OF SEEDING, APPLY 400 LBS PER
ACRE 30-0-0 UREAFORM FERTILIZER (9 1bs/10000 sq ft)

2) ACCEPTABLE - APPLY 2 TONS PER ACRE DOLOMITIC LIMESTONE (92
1bs/1000 sa ft) AND 1000 LBS PER ACRE 10-10-10 FERTILIZER (23
1bs/1000 sq ft) BEFORE SEEDING. HARROW OR DISC INTO UPPER
THREE INCHES OF SOIL.

SEEDING: FOR THE PERIODS MARCH 1 THRU APRIL 30 AND AUGUST 1 THRU OCTOBER 15,

wITH 60 LBS PER ACRE (1.4 1bs/1000 sq ft) OF ¢t&'UCKY 31 TALL FESCUE.
FOR THE PERIOD MAY 1 THRU JULY 31, SEED WITH 60 (8BS OF stmTUCKY 31 TALL FESCUE
PER ACRE AND 2 LBS PER ACRE (.05 1bs/1000 sq ft) OF WEEPING LOVEGRASS. ODURING
THE PERIOD OF OCTOBER 16 THRU FEBRUARY 28, PROTECT SITE BY: OPTION (1) 2 TONS
PER ACRE OF WELL ANCHORED STRAW MULCH AND SEED AS SOON AS POSSIBLE IN THE
SPRING. OPTION (2) USE SOD. OPTION (3) SEED WITH 60 LBS PER ACRE OF KENTUCKY
31 TALL FESCUE AND MULCH WITH 2 TONS PER ACRE OF WELL ANCHORED STRAW.

MULCHING: APPLY 1-1/2 TO 2 TONS PER ACRF (70 TO 90 1bs/1000 sq ft) OF
UNRCTTED SMALL GRAIN STRAW IMMEDIATELY AFTER SEEDING. ANCHOR MULCH
IMMED TATELY AFTER APPLICATION USING MULCH ANCHORING TOOL OR 218 GALLONS PER
ACRE (5 gal/1000 sa ft)} OF EMULSIFIED ASPHALT ON FLAT AREAS. ON SLOPES 8 FEET
OR HIGHER, USE 348 GALLONS PER ACRE (8 gal/1000 sq ft) FOR ANCHORING.

MAINTENANCE: INSPECT ALL SEEDED AREAS AND MAKE NEEDED REPAIRS, REPLACEMENTS

-
hongl p ‘
ity
' ~ Aprce
" Eacovons For Remered Swormge

CROSS SECTION A-A

OPTION: A one foot layer of 2" stone may be placed on the upstream side of the riprep in
place of the embedded filter cloth,

CONSTRUCTION SPECIFICATIONS POR ST-V
1. Ares under embamiwent shall be ciesred, grubbed and stripped of emy vegetarion snd root
@¢. The pool ares shall de cleared.

2. The fill marerisl for the embankment shall be free of roote snd other woody vegetstion as
well as over-sised stones, rocks, organic material or other objectionsble material. The
embankment shsll be compscted by traversing with equipment while it is being constructed.

3. All cut end fill elopes shall be 211 or flatter. -

4. The stome used in the ocutlet shall be small riprap 4"-8" along with o !' thickness of 2"
aggregate placed on the up-grade side on the ssall riprep 9% embedded filter cloth in the
tiprap. v

5. Sediment shall be removed and trap restored to ite originel dimensioms wvhen the sediwent
has sccumulated to 4 the design depth of the trap.

6. The structure shall be inspected after esch rein and repaire masde o9 weeded.

7. Construction operations shall be carried out in such a manmer thaw erosion wed vster
pellution is mimimized.

8. The structure shall be Temoved ond the sres stabilised when the draisege sres hae been
properly etsbiliped.
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1. AL TEMPORARY SWALES SHALL HAVE UNINTERRUPTED POSITIVE GRADE TO AN OUTLET,

2. DIVERTED RUNOFF FROM A DISTURBED AREA SHALL BE CONVEYED TO A SEDIMFNT TRAPPING
DEVICE,

3. DIVERTED RUNOTF FROM AN UNDISTURBED AREA SHALL OUTLET DIRECTLY INTO AN UNDIS-
TURBED STABILIZED AREA AT NON-EROSIVE VELOCITY,

4. AL TREES, BRUSH, STUMPS, OBSTRUCTIONS, AND OTHER @BJECTIONABLE MATERIAL SHALL
BE REMOVED AND DISPOSED OF %0 AS NOT TO INTERFERE WITH THE PROPER FUNCTIONING

BY THE DEVELOPER:

"I/WE CERTIFY THAT ALL DEVELOPMENT AND CONSTRUCTION WILL BE DONE ACCORDING TO THIS PLAN,
AND THAT ANY RESPONSIBLE PERSONNEL INVOLVED IN THE CONSTRUCTION PROJECT WILL HAVE A CER-
TIFICATE OF ATTENDANCE AT A DEPARTMENT OF NATURAL RESOURCES APPROVED TRAINING PROGRAM FOR
THE CONTROL OF SEDIMENT AND EROSIOM BEFORE BEGINNING THE PROJECT. 1 ALSO AUTHORIZE PERI-
ODIC OMN-SITE INSPECTION BY THF HOWARD SOIL CONSERVATION DISTRICT."

b-1>. PP

ER:  JAMES R, :
Y DEVELOPMENT CORPORATION - PRESIDENT

MOXLFY, JR N DATL

BY THE ENGINEER:

"I CERTIFY THAT THIS PLAN FOR EROSION AND SEDIMENT CONTROL REPRESENTS A PRACTICAL AND
WORKABLE PLAN BASED ON MY PERSONAL KNOWLEDGE OF THE SITE CONDITIONS AND THAT IT WAS
PREPARED IN ACCORDANCE WITH THE REQUIREMENTS OF THE HOWARD SOIL CONSERVATION DISTRICT."

J K Ty

G (3-88

EF\{GH}{’,[R: JAMES K. TRAC% Fy.E. DATL

U.S.

5

- ’ byl
CONSERVATIO

7 <
REYTLWED FOR HOWARD SOIL CONSERVATION DISTRICT AND MEETS TECHNICAL REQUIREMENTS

N"SERVICE DATL -

SOIL C

SERVATION DISYRICT

s 27 94 c/iofex”

THIS Dg[lOPV[NT PLAN IS APPROVED FOR SOIL LROSION AND SEDIMENT CONTROL BY THE HOWARD

HOWARD S.C.D.

APPROVED: HOWARD COUNTY DEPARTMENT OF PUBLIC WORKS
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APPROYED: HOWARD COUNIY OFFICE OF PLANNING AND ZONING
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NGO | DATE
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planning . architecture » engineering

R4R(O Raltimore Nationa! Pike o
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KND "RYSTTDTINGS. OF THE SWALE. N .
5 T : , , ¢
TEMPORARY SEEDBED PREPARATION REGUIRER To FEET T CRITERIA SPEC D RER I A e Faad SRS SETION A%
OR OTHER IRREGULARITIES WHICH WILL IMPECE NORMAL FLOW,
APPLY TO GRADED OR CLEARED AREAS LIKELY TO BE REDISTURBED WHERE A SHORT-TERM 6 F
VEGETATIVE COVER IS NEEDED. B ILLS SHALY BE COMPACTED BY EARTH MOVING EQUIPMENT.
7. AL EARTH REMOVEL AND NOT NEEDED ON CONSTRUCTION SHALL BE PLACED SO THAT 1T WILL
SEEDBED PREPARATION: LOOSEN UPPER THREE INCHES OF SOIL BY RAKING, DISCING OR NOT INTERFERE WITH THE FUNCTIONING OF THE SWALE,
OTRER KCTEPTEGLT MFANS BEFORE SEEDING, IF NOT PREVIOUSLY LOOSENED. 8. STBILIZATION SWLL BE AS PER T OHMRT BELOON: [
_SrO{_g_AMENDMQE: APPLY 600 LBS PER ACRE 10-10210 FERTILIZER (14 1bs/1000 sq FLOW CHAREL STARIL IZATION OWNER PROJECT CAR\;i_E‘Rs COVE
(3 I
SEEDING:  FOR PERIODS MARCH 1 THRU APRIL 30 AND FROM AUGUST 15 THRU NOVEMBER Wl aie G o less) ) SECURITY DEVELOPMENT CORP |
TE, SEED WITH 2-1/2 BUSHELS PER ACRE OF ANNUAL RYE (3.2 1bs/1000 sq ft). FOR - —AOx -1 } SECTION 2
THE PERIOD MAY 1 THRU AUGUST 14, SEED WITH 3 L:SXEERT:SREFEOER:EETNggLO\é‘Eg?éé? 0.53.0 SEED AD STRaw Muw  SEED e STRaR Mok 8480 BALTIMORE NATIONAL PIKE o &7-67 PoBm- 1> F-88- 159
(.07 1bs/1000 sq ft). FOR THE PERIOD NOVEMBE U , 2 315.@ SeED M0 o : > - 12
SITE BY APPLYING 2 TONS PER ACRE OF WELL ANCHORED STRAW MULCH AND SEED AS SOON A STRa Mk D USING AT o8 ELLICOTT CITY, MARYLAND 21042 [LO0CATION TAX MAP NO 47
AS POSSIBLE IN THE SPRING, OR USE SOD. 3 5183 o e e Buofae 6" CARCEL NOS 32 ¢ Ple
MULCHING: APPLY 1-1/2 TO 2 TONS PER ACRE (70 to 90 1bs/1000 sq ft} OF CELSIOR:" ) CYeLED (LoncReTE BoutvaLent ™ ELECTION DISTRICT
UNROTTTD SMALL  GRAIN STRAW  IMMEDIATELY AFTER sr%gnmc‘i ZIQNCG:(L”EON:U%’%: 4 8.1-2¢; Linep 4-8” Rip-Rap ENGINEERED DESIGN DEVELOPER LOWARD (OUNTY MARYLAND
IMMED TATELY AFTER APPLICATION USING MULCH ANCHORING TOOL 0 9. PERIODIC INSPECTION D) REQUIRED MAINTENANCE MUST B PROVIDED .
ACRE (5 gal/1000 sq ft) OF EMULSIFIED ASPHALT ON FLAT AREAS. ON SLOPES, 8 FT. MAINTENARCE WUST BE PROVIDED AFTER EACK RAIN EVENT. SECURITY DEVELOPMENT (ORP T'TUE GRADING ¢ SEDIMENT CONTROL PLAN,
OR HIGHER, USE 348 GALLONS PER ACRE (8 gal/1000 sq ft) FOR ANCHORING. E PORARY SWAL_E TY | 3 ) . SEDIMENT CONTROL DETAILS AND
REFER TO THE 1983 “ARYLAND STANDARDS AND SPECIFICATIONS FOR SOIL EROSION AND EABO BACTIMORE NA ONAL PIKE DRAINAGE AREA MAP
SEDIMENT CONTRG, F78 FETT KRG 9CI06C ROT (0 FooT NN ELLICOTT CITY MARYLAND 21043 NAWD ARCA M
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